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Put everyone on the same page with highly visible timekeeping over   
multiple departments or work stations. TimeTrax Sync™ LED Digital Clocks 
receive a time signal from the 7000 Master Clock (sold separately). Pyramid 
41357G and 61357G Digital Clocks are ideal for long hallways and large open 
spaces such as offices, warehouses, production facilities, schools and hospitals. 
The ultra-bright 4” numbers are easy to read from distances up to 250’. Choose 
from hour/minutes (00:00) or hour/minute/second (00:00:00) display formats. 

MADE IN

USA

41357G/61357G 
Synchronized LED Digital Clocks

O  Receives BCD time signal from 7000  
 Master Clock (sold separately) or   
 58th/59th sync signal 

O  Replacement clock for Simplex 3-wire 
 synchronized clock systems
 

O  Large 4” ultra-bright red LED digits with  
 up to 250’ viewing distance

O Available in 4 digit, hour/minute (00:00)  
 or 6 digit, hour/minute/second (00:00:00)  
 formats to accommodate detailed time- 
 keeping needs

O 12 Hour (AM/PM) or 24 Hour (Military)  
 time format 
 

O PM indicator light

O Non-glare, shatterproof polycarbonate lens

O Sleek, low profile, durable ABS black casing 

O Includes security mounting bracket 

O Wide range of enhanced viewing and   
 protective accessories, including wall and  
 ceiling brackets and wire guards (sold  
 separately)

O 105-240V AC, 50/60Hz 

O Internal battery backup keeps time up to  
 7 days 

41357G

61357G

Every clock
displays the
same time.



FSADREPLA© 2018 Pyramid Time Systems, LLC. All Rights Reserved.

         888.479.7264             info@ptitime.com    pyramidtimesystems.com

®

41357G
4” x 4 Digit Series11.5” 1.5”

4.0”
5.0” 6.25”

613576
4” x 6 Digit Series

15.5” 1.5”

5.0”

4.0”
6.25”

Electric

MADE IN

USA

Wall Bracket (sold separately)

Ceiling Bracket (sold separately)

41357G/61357G 
Synchronized LED Digital Clocks

      ACCESSORIES      SPECIFICATIONS

Time Update
Method

BCD or 58th/59th sync signal

Power 105-120V AC/60Hz or RJ45 (24V DC)

Operating Temp -4°F (-20°C) to 140°F (60°C)

Visibility Up to 250’

Mounting Double Face, Wall or Ceiling

Lens Material Non glare, shatterproof transparent polycarbonate

Bezel Material Reinforced Acrylonitrile Butadiene Styrene (ABS)

Bezel Color Black 

Time Format Modes 12 Hour (AM/PM) or 24 Hour (Military)

LED Color Red 

Battery Backup Holds time/setup up to 7 days

4”/4-Digit
00:00 2.10lbs                 11.5” x 6.5” x 1.5”      2.6lbs

4”/6-Digit
00:00:00

2.65lbs                 15.25” x 6.125” x 1.5”     3.6lbs

Warranty 1-Year manufacturer’s limited warranty

Guarantee 30-Day money back guarantee

Includes Clock wire harness, security mounting bracket & key, 
wall mounting template, security mounting bracket

DIGIT HEIGHT/FORMAT WEIGHT DIMENSIONS
(WXHXD)

SHIPPING
WEIGHT

7000 Master Clock

4000 Auto Totaling Time Clock

5000 Auto Totaling Time Clock

5000HD Heavy Duty Auto Totaling Time Clock

PSDLAUBKK TimeTrax™ Elite Swipe Card Time Clock System

TTPROXEK TimeTrax™ Elite Proximity Time Clock System

9T1WI RF Wireless Transmitter (shelf unit)

S9DWXSLAUB RF Wireless Transmitter (wall unit)

42337 Ethernet RF Wireless Transmitter (wall unit) 
add on transmitter

S9DSXOLAUB Ethernet RF Wireless Transmitter (shelf unit) 
add on transmitter

42321 Dual Digital Clock Wall Bracket

42442 4”x 6-Digit Dual Digital Clock Wall Bracket

42443 Dual Analog & Digital Ceiling Bracket

42400 4x4 Chrome Wire Clock Guard

42316 4x6 Chrome Wire Clock Guard

42689 Wash Down Enclosure for Digital Clock      

42247 Digital Security Mount Replacement     

42281 Wall Clock Security Mount Replacement Key

41270 Y Splitter

41269 Cable 50’ BCD

41314 Cable 100’ BCD

 PART#                                 DESCRIPTION


