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5200/5217N
Synchronized Analog Clocks
Put everyone on the same page with synchronized timekeeping over multiple

departments or work stations. Staff is accountable and punctual, schedules are
standardized, productivity is improved, and operations run more efficiently.

TimeTrax Sync™ Synchronized Analog Clocks receive time signal from 7000 Master Clock

(sold separately). Can be used as replacement clock for Simplex 3-wire synchronized

clock systems. Features low profile black bezel with non-glare shatterproof polycarbon- “
ate lens and includes anti-theft wall bracket for safe and secure mounting. Automatically

adjusts for Daylight Saving Time. Choose from 13” (5200) or 17" (5217N) sizes. Ideal for

school, office or anywhere precise time source is required.

o Receives BCD time signal from 7000 Master
Clock (sold separately) or 58t /59th sync signal

o Replacement clock for Simplex 3-wire synchro-
nized clock systems

o Standard 12-hour analog clock face
o Available in 13" (5200) or 17" (5217N) models

o Non-glare, shatterproof polycarbonate lens

o Sleek, low profile, durable ABS black casing
displays the
same Cime.

o Includes security mounting bracket

o Wide range of enhanced viewing and protective
accessories, incuding wall and ceiling brackets
and wire guards (sold separately)

o 105-120V AC/60HZ OR 24V DC (RJ45 Connection)

o Automatic Daylight Saving Time adjustment

o Made in USA
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SPECIFICATIONS

Time Update | BCD or 58"/59™ sync signal

Method

Power | 105-120V AC/60Hz or RJ45 (24V DC)

Operating Temp | -4°F (-20°C) to 140°F (60°C)

Mounting I Double Face, Wall or Ceiling (5200 only)

Lens Material Mon glare, shatterproof transparent polycarbonate
Bezel Material Reinforced Acrylonitrile Butadiene Styrene (ABS)
Bezel Color | Black

Dial Format | 12 Hour

5200 13.25"x 2 | 3.10lbs

5217N I 17" %2 I 3.751bs

Warranty I 1-Year manufacturer's tinﬁtea warranty

Guarantee 30-Day money back guarantee

Includes Clock wire hamess, security mounting bracket & key,

wall mounting template, security mounting bracket

ACCESSORIES
7000 | Master Clock
42443 I Dual Analog & Digital Ceiling Bracket
. 42281 Wall Clock Security Mount Replacement Key
41270 | ¥ Splitter
41269 Cable 50" BCD
41314 I Cable 100" BCD
42320 Dual 13" Analog Clock Wall Bracket
42443 Dual Analog & Digital Clock Ceiling Bracket
42314 | 15" Wire Clock Guard
42315 | 19" Wire Clock Guard
42690 16.5" Polycarbonate NEMA4 Clock Cover
42606 Analog Security Mount Replacement
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Simple Setup.
Simply connect the clocks to the 7000 Master Clock (sold separately) using
RF45 BCD cable.
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